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Mission Statement

To become the preferred supplier of electrical, lighting and 
safety solutions for mobile plant and equipment in the  

mining and services industry.

We will continue to improve and expand our range of  
products that meet and exceed OEM standards,  

maintaining the latest technology and innovation available 
backed by technical support and supply.









TE DEUTSCH’s rugged all-metal bodies and corrosion resistant  
thermoplastic shells are manufactured from high quality  
materials selected for their ability to withstand years of  
environmental exposure. 

TE DEUTSCH connectors are available  
in rectangular and cylindrical body shapes and feature:

– Wide operating temperature range

– Secure locking mechanisms

– Positive contact retention system

Field Proven Reliability Comprehensive  
TE DEUTSCH Catalogue
For information on the entire range of TE DEUTSCH, download 
the complete catalogue from ionnic.com or free call from 
within Australia 1800 724 690.

With integrated seals designed to work with multiple wire 
gauges, TE DEUTSCH connectors simplify design and  
inventory management, and provide exceptional performance 
in critical environments.

TE DEUTSCH silicone seals and grommets fit tightly around 
the wire insulation and at the connector interface to provide 
redundant barriers to contamination. 

In order to create a reliable environmental seal and ensure 
continuity of flow, TE DEUTSCH seals:

– Are resistant to most common industrial and engine fluids

– Retain their flexibility across a wide temperature range

– Never require potting or dielectric grease

The entire IONNIC range of TE DEUTSCH includes: 
• DT Series • DTM Series • HD30/HDP20 Series
• DTHD Series • HD10 Series • Crimp & Removal Tools
• DRB Series • DRC Series • Bussed Receptacles
• PCB Headers • DTV Series • Diodes & Resistors
• Contacts & Cavity Plugs • Controller Area Network
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DT Series – Popular Components
Cavities

Receptacle Components
Cavities

Plug Components
Housing Wedgelock Size 16 Pin – Nickel Housing Wedgelock Size 16 Socket – Nickel

2 DT04-2P W2P 0460-202-16141 2 DT06-2S W2S-P012 0462-201-16141

3 DT04-3P W3P
AWG20–16 / 0.5–1.0mm2

3 DT06-3S W3S-P012
AWG20–16 / 0.5–1.0mm2

4 DT04-4P W4P Green Band 4 DT06-4S W4S Green Band

0460-215-16141 0462-209-16141
6 DT04-6P W6P 6 DT06-6S W6SAWG14 / 1.0–2.0mm2 AWG14 / 1.0–2.0mm2

8 DT04-08PA W8P 8 DT06-08SA W8S
114017 114017

12 DT04-12PA W12P 12 DT06-12SA W12SCavity Plug Cavity Plug

Housing : Thermoplastic
Seal : Silicone
Wedgelocks : Thermoplastic
Contact Size : 16
Contact Rating : 13A @ 125°C
Shock : 50G
Vibration : 20G rms 10 – 2000Hz
Approvals : 20mm Flame Test per Standard UL-94
Ingress Protection : IP68, IP6K9K
Operating Temperature : -55°C to 125°C

•	 Industry proven.

•	Environmentally sealed – IP68, IP6K9K, when 
installed to manufacturer's specifications.

•	2, 3, 4, 6, 8 and 12 cavity arrangements.

•	Multiple housing options available.

•	Rectangular, thermoplastic housing.

•	Latched mating.

•	Wedgelocks ensure contact alignment  
and retention.

•	Accepts size 16 contacts, each with 13A 
continuous capacity.

•	Available as kits in Solid Green Band and  
Solid Green Band – Gold-plated options.

•	Available in convenient on-site service kits 
containing assortments of connectors, 
contacts and tools.

12 x size 16

A, B, C, D

DT0X-12XX

DT04-12PA

DT06-12SA

8 x size 16

A, B, C, D

DT0X-08XX

DT04-08PA

DT06-08SA

6 x size 16

DT0X-6X

DT04-6PA

DT06-6SA

4 x size 16

DT0X-4X

DT04-4PA

DT06-4SA

3 x size 16

DT0X-3X

DT04-3PA

DT06-3SA

2 x size 16

DT0X-2X

DT04-2PA

DT06-2SA
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DT Series – Popular Kits
Contact Type (Size 16) – Solid

No. of Circuits
2 3 4 6 8 12

Green Band DT2-1 DT3-1 DT4-1 DT6-1 DT8-1 DT12-1

Green Band – Gold-plated DT2-4 DT3-4 DT3-4 DT6-4 DT8-4 DT12-4

Kit Contents: 
1 x Receptacle & Wedgelock 
1 x Plug & Wedgelock 
Contacts to suit

Size 16 Green Band Contacts
Size 16 solid contacts are available to suit 2 wire sizes.

Contacts with the green band marking accept the 
larger wire size of AWG14 / 1.0 – 2.0mm².

0460-215-1631 0462-209-16141

DT6-1

DT Series – Half Kits
Style Contact Type 

(Size 16)
No. of Cavities

2 3 4 6 8 12

Receptacle Solid – Green Band DT2MP-1 DT3MP-1 DT4MP-1 DT6MP-1 DT8MP-1 DT12MP-1

Plug Solid – Green Band DT2FP-1 DT3FP-1 DT4FP-1 DT6FP-1 DT8FP-1 DT12FP-1

Kit Contents: 
1 x Receptacle or Plug   
1 x Wedgelock  
Contacts to suit

DT8FP-1 DT4MP-1

Half Kits
Half Kits contain all components to make  

one half of a connection.

Each kit contains Green Band contacts and a standard 
DT Series housing with appropriate wedgelock.

DT & DTM Series Keying
8 & 12 cavity connectors are available in

A, B, C, & D keying options.

Keyed connectors are colour coded for easy identification.

A – Grey B – Black C – Green D – Brown

Another 27+ Kits Available

For the entire range of 
DT Series Connector Kits 
download the complete 
catalogue from ionnic.com or 
free call from within Australia  
1800 724 690

January 2022 – Temporary Green Housing Change
 Due to material shortages, some green housing connectors may use 
a grey housing with a green seal retention cap, until further notice.
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DTKIT-WORKSHOP

DTKIT-W/SHOP-CAT

DT Series – Assortment Kits Continued

Part No. Description Kit Contents

DTKIT-WORKSHOP

604 Piece

Solid contacts

Standard DT Series  
connectors

Crimp and  
Multi-Use tool

Receptacles & 
Wedgelocks:

Plugs &  
Wedgelocks:

Contacts &  
Cavity Plugs:

10 
10 
6 
6 
3 
3

x DT04-2P 
x DT04-3P 
x DT04-4P 
x DT04-6P 
x DT04-8PA 
x DT04-12PA

10  
10  
6 
6 
3 
3

x DT06-2S 
x DT06-3S 
x DT06-4S 
x DT06-6S 
x DT06-8SA 
x DT06-12SA

50 
100 
100 
100 
100

x 114017 Cavity Plug 
x 0460-215-16141 Green Band Solid Pin 
x 0462-209-16141 Green Band Solid Socket 
x 0460-202-16141 Solid Pin 
x 0462-201-16141 Solid Socket

Tools:
  1 
  1

x DET16 Crimping Tool 
x DET-RT Removal Tool

DTKIT-W/SHOP-CAT

604 Piece

Solid contacts

'CAT-Spec' DT Series  
connectors

Crimp and  
Multi-Use tool

Receptacles & 
Wedgelocks:

Plugs &  
Wedgelocks:

Contacts &  
Cavity Plugs:

10 
10 
6 
6 
3 
3

x DT04-2P-E005 
x DT04-3P-E005 
x DT04-4P-E005 
x DT04-6P-E005 
x DT04-08PA-E005 
x DT04-12PA-E005

10  
10  
6 
6 
3 
3

x DT06-2S-EP06 
x DT06-3S-EP06 
x DT06-4S-EP06 
x DT06-6S-EP06 
x DT06-08SA-EP08 
x DT06-12SA-EP08 

50 
100 
100 
100 
100

x 114017 Cavity Plug 
x 0460-215-16141 Green Band Solid Pin 
x 0462-209-16141 Green Band Solid Socket 
x 0460-202-16141 Solid Pin 
x 0462-201-16141 Solid Socket

Tools:
  1 
  1

x DET16 Crimping Tool 
x DET-RT Removal Tool
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Housing : Thermoplastic
Seal : Silicone
Wedgelocks : Thermoplastic
Contact Size : 20
Contact Rating : 7.5A @ 125°C
Shock : 50G
Vibration : 20G rms 10 – 2000Hz
Approvals : 20mm Flame Test per Standard UL-94
Ingress Protection : IP68, IP6K9K
Operating Temperature : -55°C to 125°C

•	Environmentally sealed – IP68, IP6K9K, when 
installed to manufacturer's specifications.

•	2, 3, 4, 6, 8 and 12 cavity arrangements.

•	Latched mating.

•	Wedgelocks ensure contact alignment  
and retention.

•	Accepts size 20 contacts, each with 7.5A 
continuous capacity.

•	Available in keyed housings (8 & 12 cavity only). 

•	Available as kits in Solid Green Band and  
Solid Green Band – Gold-plated options.

•	Available in convenient on-site service kits 
containing assortments of connectors, 
contacts and tools.

DTM Series – Popular Components
Cavities

Receptacle Components
Cavities

Plug Components
Housing Wedgelock Size 20 Pin – Nickel Housing Wedgelock Size 20 Socket – Nickel

2 DTM04-2P WM-2P 0460-202-20141 2 DTM06-2S WM-2S 0462-201-20141

3 DTM04-3P WM-3P
AWG20 / 0.2-0.5mm2

3 DTM06-3S WM-3S
AWG20 / 0.2-0.5mm2

4 DTM04-4P WM-4P 4 DTM06-4S WM-4S

6 DTM04-6P WM-6P 6 DTM06-6S WM-6S

8 DTM04-08PA WM-8P 8 DTM06-08SA WM-8S
0413-204-2005 0413-204-2005

12 DTM04-12PA WM-12P 12 DTM06-12SA WM-12SCavity Plug Cavity Plug

2 x size 20

DTM0X-2X

4 x size 20

DTM0X-4X

3 x size 20

DTM0X-3X

6 x size 20

DTM0X-6X

8 x size 20

A, B, C, D

DTM0X-08XX

12 x size 20

A, B, C, D

DTM0X-12XX

DTM06-2S DTM06-4SDTM06-3S

DTM04-3P
DTM04-2P

DTM04-6P
DTM04-4P

DTM06-08SADTM06-6S DTM06-12SA

DTM04-12PA
DTM04-12PA
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HD30/HDP20 Series Half Kits

TE DEUTSCH

•	Environmentally sealed – IP67, when installed 
to manufacturer's specifications.

•	Designed specifically for the truck, bus, 
mining and construction industry.

•	Available in aluminium (HD30) or 
thermoplastic housings (HDP20).

•	Multiple pin configurations that accept 
contact sizes 4 through 20.

•	Quick connect/disconnect bayonet coupling.

•	HD30 and HDP20 series are cross 
compatible.

•	Resistant to most fluids in industrial 
applications.

•	Available in kits containing all components 
required to make one half of a connection.

Housing : HD30 Aluminium
HDP20 Thermoplastic

Seal : Silicon Rubber
Shock : 50G
Vibration : 20G rms 10 – 2000Hz
Approvals : 20mm Flame Test per Standard UL-94
Ingress Protection : IP67
Operating Temperature : -55°C to 125°C

HDP24-24-21PE
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HD34-24-31ST

HDP26-18-6SN

HD36-18-8SN

P24-24-23SN

M34-18-21PN

Contains all components 
for one half of a 

connection

Available for a  
wide range of
HD30/HDP20  

Series connectors



15

TE DEUTSCH

For the entire range of HD30/HDP20 Series 
Connector Kits download the complete 

catalogue from ionnic.com or free call from 
within Australia 1800 724 690

ANOTHER 136+ KITS AVAILABLE

P24-18-6PN P24-24-47SE M36-24-23SN

HD30/HDP20 Half Kits 
Connector Wire Seal Part No. Kit Contents

2 x size 4 
4 x size 16

Plastic 
Receptacle

Green Ring  
(Normal) P24-18-6PN

1 
1 
1 
2 
4 
1 
1

x 
x 
x 
x 
x 
x 
x

Receptacle (HDP24-18-6PN) 
Removal Tool (114009) 
Removal Tool (0411-310-1605) 
Pin – Solid (0460-204-0490) 
Pin – Solid (0460-215-16141) 
Panel Nut (2411-002-1805) 
Lock Washer (2414-002-1886)

5 x size 16 
42 x size 20

Plastic 
Receptacle

Blue Ring 
(Extra thin) P24-24-47SE

1 
1 
1 

47 
6 
2 

10 
1 
1

x 
x 
x 
x 
x 
x 
x 
x 
x

Receptacle (HDP24-24-47SE) 
Removal Tool (0411-204-1605) 
Removal Tool (0411-240-2005) 
Socket – Solid (0462-201-20141) 
Socket – Solid (0462-201-16141) 
Sealing Plugs (114017) 
Sealing Plugs (0413-204-2005) 
Panel Nut (2411-001-2405) 
Lock Washer (2414-001-2486)

23 x size 16

Aluminium 
Plug

Green Ring  
(Normal) M36-24-23SN

1 
1 

26 
8

x 
x 
x 
x

Plug (HD36-24-23SN) 
Removal Tool (0411-310-1605) 
Socket – Solid (0462-209-16141) 
Sealing Plugs (114017)
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TE DEUTSCH – Crimping Tools – Solid Contacts
Part No. Description Contact Size 

(TE DEUTSCH) Contact Type

DET48 Two handed 8 & 4 2 indent

HDT-04-08 Two handed 8 & 4 2 indent

HDT-48-00 Ratcheting 22, 20, 16 & 12 4 indent

DET12* Ratcheting 12 4 indent

DET16* Ratcheting 16 4 indent

DET20* Ratcheting 20 4 indent

D2681 Ratcheting 20, 16 & 12 2 indent

D2682 Ratcheting 20, 16 & 12 2 indent

HDT-50-00 Ratcheting 20, 16 & 12 1 indent

* Not made in North America.

HDT-50-00

HDT-04-08DET48

DET12, DET16, DET20HDT-48-00

D2682D2681

1 Indent 
“U” Crimp

2 Indent 
Crimp

4 Indent 
Crimp
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TE DEUTSCH – Crimping Tools – Stamped & Formed (F-Crimp) Contacts
Part No. Description Crimp Range (AWG)

DTT-16-00 Ratcheting. 1 indent crimper “U” crimp 16 & 14

D7000 Ratcheting crimp tool set with 6 removable dies. 1 indent crimper “U” crimp

D7000  
6 Removable Dies

Die 1  
14, 12AWG

Die 2  
12, 10AWG

Die 3 
18, 16, 14AWG

Die 4 
20, 18, 16AWG

Die 5 
20, 18-16AWG

Die 6 
16, 14, 12AWG

D7000DTT-16-00

TE DEUTSCH – Solid Contact Removal Tools
Part No. Description Contact Size 

(TE DEUTSCH)

D08 Single tool 8

D12 Single tool 12

D14 Single tool 14

D16 Single tool 16

D20 Single tool 20

D2683 7 piece tool set 20, 16, 14, 12, 8, 4

DET-RT Multi-use hook tool

DET-RT1 Multi-use hook tool & flat-head screw driver

D08 D12 D14 D16 D20

D2683

DET-RT DET-RT1



See IONNIC's entire range of  
TE DEUTSCH

DT Detector Half KitsDT Series DTV Series

DTM Series DTP Series DTHD Series

Controller Area Network

PCB Headers J1939 Bus SplitterDRC Series

DRB Series Assortment Kits



Download the complete catalogue from ionnic.com or 
free call from within Australia 1800 724 690

Contacts & Cavity Plugs

Bussed Receptacles Sealed Bus Bars

Diodes & Resistors

Crimping & Removal Tools

HD10 Series HD30/HDP20 Series
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Environmentally Sealed
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Weather-Pack – Connectors
Receptacles

1 Cavity 2 Cavities 3 Cavities 4 Cavities (1x4) 4 Cavities (2x2) 5 Cavities 6 Cavities

P-12010996/10 P-12010973/10 P-12010717/10 P-12010974/10 P-12015024/10 P-12065158/10 P-12010975/10

Plugs
1 Cavity 2 Cavities 3 Cavities 4 Cavities (1x4) 4 Cavities (2x2) 5 Cavities 6 Cavities

P-12015791/10 P-12015792/10 P-12015793/10 P-12015797/10 P-12015798/10 P-12034342/10 P-12015799/10

Supplied in packs of 10.

Bulk stock also available in various quantities.

Receptacles 
(Pin Housing) P-12010996 P-12010973 P-12010717 P-12010974 P-12010975P-12015024 P-12065158

Plugs 
(Socket Housing) P-12015798P-12015791 P-12015793 P-12015797 P-12015799P-12015792 P-12034342

•	 Ideal for applications requiring protection from 
environmental hazards.

•	Keyed for faultless connector mating.

•	Hinged cover maximises terminal retention.

•	Dual locking tabs on contacts.

•	Made in North America.

Contact Rating : 20A Max.
Contacts : Tin-plated Brass
Seal : Silicone
Housing : PA6
Approvals : ELV, RoHS
Operating Temperature : -40°C to 125°C

P-12010974

P-12015797

P-12010996
P-12015791

40mm

22
m

m

22mm14mm 29mm 52mm37mm

29
m

m

21mm

41mm

35
m

m

29mm

41mm

17
m

m

47mm 29mm16mm 33mm 55mm39mm

25
m

m

47mm

24mm

47mm

30
m

m

32mm
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Environmentally Sealed
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•	 In-line connections for vehicle underhood 
applications.

•	Meet or exceeds the requirements for most 
marine appliance and industrial control 
applications.

•	Triple-rib peripheral silicone seals.

•	Suitable for critical, low-energy electronic 
applications requiring protection from 
environmental hazards.

•	Contact retainers ensure optimal device 
connection.

•	Low energy, low voltage capability.

•	Excellent resistance to temperature, 
chemicals and abrasion.

•	Made in North America.

Series : 150 280 630
Contact Rating : 14A 30A 46A
Blade Width : 1.5mm 2.8mm 6.3mm
Operating Temperature : -40°C to 125°C

P-15492542

P-15300027

P-12162197

P-12065685

Metri-Pack – 150 Series – Connectors
Part No. Type Cavities Contacts  

(1.5mm)
Colour

Retainer Pack Qty
Body Seal

P-12052643/10 Plug 2 Receptacles Red Grey P-15336530/10 10

P-12052641/10 Plug 2 Receptacles Black Grey P-15336530/10 10

P-12162000/10 Receptacle 2 Tabs Black — P-15336530/10 10

P-12110293/10 Plug 3 Receptacles Black Purple P-12052845/10 10

P-12129615/10 Receptacle 3 Tabs Black — P-12052845/10 10

P-12162144/10 Plug 4 Receptacles Black Amber P-12047948/10 10

P-12162102/10 Receptacle 4 Tabs Black — P-12047948/10 10

P-12052848/10 Plug 6 Receptacles Black Blue P-12052850/10 10

P-12124107/10 Receptacle 6 Tabs Black — P-12052850/10 10

P-12047937/5 Plug 8 Receptacles Black Amber P-12066304/5 5

P-12047931/5 Receptacle 8 Tabs Black — P-12066304/5 5

P-12065425 Plug 10 Receptacles Black Green P-12124264/5 *

P-12045808/5 Receptacle 10 Tabs Black — P-12124264/5 5

P-12065425 is suppled in packs of 1. P-12124264/5 is supplied in packs of 5.

P-12052850 P-12124264

P-12052848 P-12124107 P-12045808P-12065425

P-12110293

P-12052845

P-12129615P-12052641P-12052643

P-15336530

P-12162000
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Environmentally Sealed

5 Piece Crimp Tool Set for  
Packard™ Contacts

Tool Set contains tools suitable for:

• AMP Superseals.
• Weather-Pack.
• Metri-Pack 150, 280, 480 & 630 series.
• Micro-Pack 064, 100 & 100W series. 
• GT 150, 280, 630 series.
• And other brands including Molex, Yazaki, Sumitomo etc.

All housed in a handy storage tray.

Also included in the kit is a 32 page instruction manual 
detailing tool specifications as well as an OEM contact 
number/tool number matrix.

All tools in kit are premium quality – made in the USA.

Tools – IONNIC Crimper Set
Part No. Description

HT-K2680
5 Piece crimping tool set for wide range of contacts, includes instruction manual

Suits AMP Superseals, Weather-Pack and Metri-Pack contacts among others. For full list see above

P-12085270

Tools – Crimpers
Part No. Description Suits Contact Crimp Range (mm2)

P-12014254 Ratcheting. Attaches seal 
& cable in one action Weather-Pack 0.5–0.8, 1.0–2.0

P-12071687 480 & 630 Series Weather-Pack & Metri-Pack 3.0–5.0

P-12085270 Ratcheting Weather-Pack & Metri-Pack 0.5–0.8, 1.0–2.0

HT-4300 Parallel jaws Weather-Pack & Metri-Pack  
150 & 280 Series 0.35, 0.5–  0.8, 1.0 – 2.0, 3.0

HT-4220 Parallel jaws Non-insulated contacts 0.2 –0.3, 0.3 –0.5, 0.5 –0.8, 0.8 –1.3, 1.3–2.0

P-12014254

Attaches seal 
& cable in one 

action

HT-4300

Double hinged 
for parallel 
crimping

HT-4220

Double hinged 
for parallel 
crimping

P-12071687
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How to Crimp

Environmentally Sealed

Tools – Contact Removal
Part No. Suits  
P-12094429 Metri-Pack GT150, GT280, 150, 280, 630 Pull-to-Seat

P-12094430 Metri-Pack 280, 480, 630, 800 Series Pin Tangless

P-12014012 Weather-Pack

P-12094429 P-12094430 P-12014012

Crimp the core 
wings before 
insulation 
wings using  
the appropriate 
crimp tool.

Apply correct seal as 
per wire diameter.

Align seal with cable 
insulation.

Flush

Position cable and seal so exposed 
wires are between the core wings, 
as shown above.

Core Wings 
(Wire Size mm2)

Insulation Wings 
(Cable O.D. Range mm)

Locking Tangs

AWG to mm2 American Wire  
Gauge (AWG)

Diameter 
(mm)

Wire Size 
(mm2)

American Wire  
Gauge (AWG)

Diameter 
(mm)

Wire Size 
(mm2)

4 5.19 21.14 16 1.29 1.31

6 4.11 13.29 18 1.02 0.82

8 3.26 8.36 20 0.81 0.52

10 2.59 5.26 22 0.65 0.33

12 2.05 3.31 24 0.51 0.20

14 1.63 2.08

Diameter

Wire Size
(mm2)

Accessories 
Pack Qty – 10 Description Suits

P-15495824/10 Receptacle mount Most Weather-Pack and Metri-Pack 150 Series

20
m

m

8mm

41mm

Ø 9mm
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Environmentally Sealed

•	Compact design.

•	Secondary lock ensures contact retention.

•	Environmentally sealed – IP67, when installed 
to manufacturer's specifications.

•	 Ideal for truck, bus, marine, agriculture and 
off-road vehicles.

•	Available as receptacle or plug half kits.

•	Made in North America.

Contact Rating : 14A
Contacts : Tin-plated Copper
Seal : Silicone
Housing : Polyamide
Ingress Protection : IP67

282088-1

282106-1

TE
 S

up
er

se
al

28mm

18
m

m

9m
m

18mm 24mm 30mm 36mm 42mm12mm

282089-1282080-1282079-2 282087-1 282088-1 282090-1

42mm

9m
m

16
m

m

20mm 26mm 32mm 38mm 44mm14mm

282103-1 282105-1 282108-1282104-1 282107-1282106-1

TE Superseal – Connectors
1 Cavity 2 Cavity 3 Cavity 4 Cavity 5 Cavity 6 Cavity

Receptacles 282103-1/10 282104-1/10 282105-1/10 282106-1/10 282107-1/10 282108-1/10

Plugs 282079-2/10 282080-1/10 282087-1/10 282088-1/10 282089-1/10 282090-1/10

Supplied in packs of 10.

Plugs 
(Socket Housing)

Receptacles 
(Pin Housing)
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TE Superseal – Half Kits
1 Circuit – Receptacles 2 Circuit – Receptacles 3 Circuit – Receptacles

50123 50125 50127
1 x 1 Circuit Receptacle (282103-1) 
1 x Pin (183024-1) 
1 x Seal (281934-2)

1 x 2 Circuit Receptacle (282104-1) 
2 x Pins (183024-1) 
2 x Seals (281934-2)

1 x 3 Circuit Receptacle (282105-1) 
3 x Pins (183024-1) 
3 x Seals (281934-2)

4 Circuit – Receptacles 5 Circuit – Receptacles 6 Circuit – Receptacles

50129 50131 50133
1 x 4 Circuit Receptacle (282106-1) 
4 x Pins (183024-1) 
4 x Seals (281934-2)

1 x 5 Circuit Receptacle (282107-1) 
5 x Pins (183024-1) 
5 x Seals (281934-2)

1 x 6 Circuit Receptacle (282108-1) 
6 x Pins (183024-1) 
6 x Seals (281934-2)

1 Circuit – Plugs 2 Circuit – Plugs 3 Circuit – Plugs

50124 50126 50128
1 x 1 Circuit Plug (282079-2) 
1 x Socket (183025-1) 
1 x Seal (281934-2)

1 x 2 Circuit Plug (282080-1) 
2 x Sockets (183025-1) 
2 x Seals (281934-2)

1 x 3 Circuit Plug (282087-1) 
3 x Sockets (183025-1) 
3 x Seals (281934-2)

4 Circuit – Plugs 5 Circuit – Plugs 6 Circuit – Plugs

50130 50132 50134
1 x 4 Circuit Plug (282088-1) 
4 x Sockets (183025-1) 
4 x Seals (281934-2)

1 x 5 Circuit Plug (282089-1) 
5 x Sockets (183025-1) 
5 x Seals (281934-2)

1 x 6 Circuit Plug (282090-1) 
6 x Sockets (183025-1) 
6 x Seals (281934-2)

50134

x 6x 6

x 1

50125

x 2 x 2

x 1

TE Superseal – Assortment Kit
Part No. Description Kit Contents

AMPKIT-1 154 Piece

Receptacles: 
3 x 1 Circuit (282103-1) 
3 x 2 Circuit (282104-1) 
3 x 3 Circuit (282105-1) 
2 x 4 Circuit (282106-1) 
2 x 5 Circuit (282107-1) 
1 x 6 Circuit (282108-1)

Plugs: 
3 x 1 Circuit (282079-2) 
3 x 2 Circuit (282080-1) 
3 x 3 Circuit (282087-1) 
2 x 4 Circuit (282088-1) 
2 x 5 Circuit (282089-1) 
1 x 6 Circuit (282090-1) 

Contacts & Seals: 
42 x Sockets (183025-1) 
42 x Pins (183024-1) 
42 x Seals (281934-2)
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282081-1281934-2

TE Superseal – Seal & Cavity Plug
Pack Qty – 100 Pack Qty – 10 Description Cable O.D. Range (mm) Connector Cavity Ø (mm) Colour

281934-2/100 — Seal 1.7 – 2.4 5.7 Yellow

282081-1/100 282081-1/10 Cavity Plug — 5.7 Red

183025-1183024-1

TE Superseal – Contacts
Pack Qty – 100 Type Wire Size (mm²) Cable O.D. Range (mm)

183024-1/100 Pin 0.75 – 1.5 1.7 – 2.4

183025-1/100 Socket 0.75 – 1.5 1.7 – 2.4

20
m

m

8mm

41mm

Ø 9mm

TE Superseal – Tool & Accessory
Part No. Description Contact Crimp Range (mm2)

HT-4301 Parallel jaw 0.35 –  0.5, 0.75, 1.0, 1.5

P-15495824/10 Receptacle mount. Pack quantity 10

Double hinged 
for parallel 
crimping

1670916-KIT

TE MCON – 2 Circuit Kit
Part No. Description Kit Contents

1670916-KIT 2 circuit MCON receptacle kit

1.2mm contacts

1 x 2 Circuit MCON Receptacle (1-1670916-1) 
2 x Sockets (7-1452671-1) 
2 x Seals (964972-1)



35

Environmentally Sealed

Seals & Cavity Plugs – Generic
Pack Qty – 100 Description Connector Cavity 

Ø (mm)
Cable O.D. Range  

(mm) Colour

WS1009/100 Seal 5.2 1.2 – 1.7 Blue

WS1006/100 Seal 5.2 1.6 – 2.5 White

WS1007/100 Seal 5.2 2.2 – 2.85 Red

WS1001/100 Seal 8.5 0.9 – 1.5 Dark Yellow

WS1002/100 Seal 8.5 1.7 – 2.3 Blue

WS1003/100 Seal 8.5 2.3 – 2.9 Red

WS1005/100 Seal 8.5 3.0 – 3.9 Green

WS1014/100 Seal 6.7 1.29 – 1.7 Red

WS1013/100 Seal 6.7 2.03 – 2.85 Green

WS1011/100 Seal 6.7 2.1 – 3.49 Grey

WS1012/100 Seal 6.7 3.45 – 4.3 Blue

WS1008/100 Cavity Plug 5.2 – Burgundy

WS1010/100 Cavity Plug 7.2 – Green

WS1004/100 Cavity Plug 8.5 – Black

WS1001 WS1002 WS1003 WS1005

WS1008 WS1010 WS1004

WS1009 WS1006 WS1007

WS1014 WS1013 WS1011 WS1012
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Tool 
Number Type Size Application

1 Tube 4.3mm Inside Ø BMW, Mercedes, Opel, VW/Audi

2 Tube 3.7mm Inside Ø BMW, Jaguar, Mercedes, Porsche,  
Saab, Seat, Skoda

3 Tube 2.6mm Inside Ø BMW, Mercedes, Opel, Porsche, VW/Audi

4 Flat Blade – Twin 1.6mm x 15mm Ford

5 Flat Blade – Twin 1.55mm x 20mm BMW, Ford, Mercedes, Opel, Porsche, 
Seat, Skoda, VW/Audi

6 Flat Blade – Twin 1.55mm x 17mm BMW, Ford, Jaguar, Mercedes, Opel, 
Porsche, Saab, Seat, Skoda, VW/Audi

7 Flat Blade – Twin 
w. Angled Tips 1.6mm x 20mm Mercedes

8 Flat Blade 1.8mm x 18mm Ford, Jaguar, Mercedes, Opel, Porsche, 
VW/Audi

9 Square Blade 1mm x 18mm Ford, Mercedes

10 Flat Blade 1.15mm x 18mm Mercedes

11 Flat Blade – Twin 1.6mm 65mm BMW, Ford, Jaguar, Mercedes, Opel, 
Porsche, Saab, Seat, Skoda, VW/Audi

12 Flat Blade – Twin 
w. Angled Tips 1.65mm x 23mm Opel, Renault, Skoda, VW/Audi

13 Flat Blade 3mm x 18.5 Ford, Mercedes

14 Flat Blade – with 
Notch 1mm x 18mm Ford, Jaguar, Porsche

15 Flat Blade – with 
U-Notch 1mm x 24mm BMW, Ford, Mercedes, Opel, Seat, Skoda, 

VW/Audi

16 Flat Blade 1.8mm x 18mm BMW, Ford, Jaguar, Mercedes, Opel, 
Porsche, VW/Audi

17 Flat Blade – Twin 1.6mm x 25mm BMW

18 Flat Blade – Triple 1mm x 9mm Mercedes

19 Pin Blade 0.9mm x 19mm
Citroen, Chrysler, Flat, Ford, Honda, 
Mazda, Mercedes, Mitsubishi, Opel, 
Porsche, Renault, Seat, Toyota, VW/Audi

20 Flat Blade – Twin 1.6mm x 20mm Ford

21 Flat Blade – Twin 0.9mm x 15mm BMW, Ford, Jaguar, Mercedes, Opel, 
Porsche, Saab, Seat, Skoda, VW/Audi

22 Pick Blade 1mm x 19mm Honda, Opel, Toyota, VW/Audi

23 Flat Blade – Twin 0.9mm x 13mm Opel, VW/Audi

Contact Removal Tool Set
Part No. Description

HT-4306 23 Piece Set

Numbered 
handles
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TE
 A

M
P
S
EA

L 
16

Housing : Thermoplastic
Seals : Silicone
Contact Size : 16
Contact Rating : 13A @ 125°C
Contact Material  : Nickel-plated Copper Alloy
Ingress Protection : IP67
Operating Temperature : -40°C to 125°C

•	2 to 12 circuit configurations.

•	Keyed to prevent mismating.

•	 Integral retainer protects against accidental 
unlocking.

•	Environmentally sealed – IP67, when installed 
to manufacturer's specifications.

•	Chemical resistant.

•	Available in assortment kits.

•	Made in North America.

TE AMPSEAL 16 – Connectors 
2 Cavity 3 Cavity 4 Cavity 6 Cavity 8 Cavity 12 Cavity

Plugs 776427-1 776429-1 776487-1 776433-1 776494-1  776437-1

Receptacles 776428-1 776430-1 776488-1 776434-1 776495-1 776438-1 

Receptacles – 
Reverse Mount 1717672-1 1717673-1 1717674-1 1717675-1 — —

Receptacles 
(Pin Housing) 
Reverse Mount

Receptacles 
(Pin Housing)

Plugs 
(Socket Housing)

1717672-1

776430-1776428-1 776434-1 776495-1

776494-1 776437-1

776438-1776488-1

776427-1 776429-1 776433-1776487-1

1717673-1 1717674-1 1717675-1

29mm

27
m

m

38mm

27
m

m

25mm

27
m

m

25mm

22
m

m

24mm

20
m

m

20mm

20
m

m

48mm

39mm

31
m

m

29mm

31
m

m

25mm

31
m

m

25mm

27
m

m

25mm

24
m

m

20mm

24
m

m

40mm


