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The latest in micro lightbar technology is here, introducing the brand new IONNIC Blade Micro, the 
most compact of the Blade series lightbars.

With exceptional output from an extremely small footprint, the IONNIC Blade Micro 2 Bolt model is 
available in 5 colour outputs, with Amber/Green and Red/Blue dual colour models also available. 
Magnetic base version available in Amber colour only.

The all-new IONNIC Blade Series lightbars, the next step in advanced lightbar technology.

• Dual colour models available.
• Compact & low profile LED lightbar.
• High output 1 Watt LEDs.
• Up to 17 flash patterns.
• Magnetic version features cigar plug with 

integrated on/off & pattern select switches.

IONNIC Blade – Micro

• Polycarbonate lens for high durability.
• Multi-voltage.
• Full 360° light dispersion.
• Environmentally sealed – IP67.
• 3 year warranty.
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• Dual colour models available.

• Compact & low profile LED lightbar.

• High output 1 Watt LEDs.

• Up to 17 flash patterns.

• Magnetic version features cigar plug with inte-
grated on/off & pattern select switches.

• Polycarbonate lens for high durability.

• Multi-voltage.

• Environmentally sealed – IP67.

• Gore filter technology to prevent ingress.

• 3 year warranty.

IONNIC Blade – Micro – 2 Bolt
Amber Blue Green Magenta Red

Supplied with mounting hardware. 
600g. Cable length – 0.4m.

16 flash patterns.

Coloured Lens IL-0110 — — — —

Clear Lens IL-011C IL-033C IL-044C IL-066C IL-055C

IONNIC Blade – Micro – 2 Bolt – Dual Colour
Amber/Green Red/Blue Supplied with mounting hardware. 

600g. Cable length – 0.4m.

17 flash patterns.
Clear Lens IL-088C IL-077C

IONNIC Blade – Micro – Magnetic
Amber

Coloured Lens IL-0110-M 900g. Cable length – 3.4m.

16 flash patterns.Clear Lens IL-011C-M
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2 Bolt

Magnetic

On/off (high or low 
output) & pattern  
select switches

Voltage : 12–24V
Max. Current Draw : 4.5A @ 12V
Mount : 2 x M8 Bolts / Magnetic
Lens : Polycarbonate
Base : ABS
Light Source : Single Colour 60 x 1W LEDs

Dual Colour 120 x 1W LEDs
Approvals : SAE Class1, ECE R10/R65 Class 2
Ingress Protection : IP67
Operating Temperature : -40°C to 60°C
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