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360 Series Colour Change Control

Lightbars
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• Available with 103 Series LED beacons.

• Latest high output LED technology.

• Low current draw.

• Robust polycarbonate base and lens.

• Available in 6 lens colours. Other colour 
combinations available upon request.

• Available with clear lens and coloured LEDs.

• Select 360 Series Blaze feature dual colour 
beacons allowing colour changing control.

• Magnetic version 2.6m lead length – plug fits 
standard cigar/DIN socket.

• Multi-voltage.

Voltage : 12–24V
Current Draw Per LED Module : 0.35A @ 12V
Current Draw 360 Series : 3.2A @ 12V
Light Source : LED
Mount : 2 x 13mm Bolts / Magnetic
Lens : Polycarbonate
Base : Polycarbonate
Ingress Protection : LED Modules IP67

6K1.AA00

691.AA0C

691.AA00

IONNIC 103 
Series LED 

Beacon

Primary Colour Mode

Green lead 
to positive (+) 

illuminates 
primary colour.

 

Dual Colour Mode

Connecting both the Green & Blue 
leads to positive (+) illuminates both 
the primary and secondary colours 

in an alternating pattern.

Secondary Colour Mode

Blue lead to positive 
(+) illuminates 

secondary colour.
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LED Blaze – 360 Series
Amber Blue Green Red Amber/Green Red/Blue

Clear  
Lens 691.AA0C 691.AA1C 691.AA4C 691.AA5C 691.AASC 691.AA7C

Coloured  
Lens 691.AA00 691.AA10 691.AA40 691.AA50 691.AAS0 691.AA70

Colour Change 
(Clear Lens) — — — — 690.AASC 690.AA7C

300mm free length of cable.
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Lightbars

4 Module – Corners 6 Module4 Module – Front / Rear 8 Module

LED Blaze – 2 Bolt
Amber Blue Green Red Red/Blue

4 Module – Corners 6J1.AA00 6J1.AA10 6J1.AA40 6J1.AA50 6J1.AA70

4 Module – Front/Rear 6M1.AA00 6M1.AA10 6M1.AA40 6M1.AA50 6M1.AA70

6 Module 6L1.AA00 6L1.AA10 6L1.AA40 6L1.AA50 —

8 Module 6K1.AA00 6K1.AA10 6K1.AA40 6K1.AA50 6K1.AA70

300mm free length of cable.
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LED Blaze – Magnetic
Amber Blue Green Red Red/Blue

4 Module – Corners 6J1.AA00.M 6J1.AA10.M 6J1.AA40.M 6J1.AA50.M 6J1.AA70.M

4 Module – Front/Rear 6M1.AA00.M 6M1.AA10.M 6M1.AA40.M 6M1.AA50.M 6M1.AA70.M

6 Module 6L1.AA00.M 6L1.AA10.M 6L1.AA40.M 6L1.AA50.M —

8 Module 6K1.AA00.M 6K1.AA10.M 6K1.AA40.M 6K1.AA50.M 6K1.AA70.M

2.6m lead to cigar/DIN plug.
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Lenses
Part No. Colour

910381 Amber

910385 Blue

910383 Green

910389 Magenta

910384 Red

910386 Clear

Spares
Part No. Description

103000 103 Beacon – Amber

103200C 103 Beacon – Blue

103300C 103 Beacon – Green

103400C 103 Beacon – Red

103S00C 103 Beacon – Amber/Green

103700C 103 Beacon – Red/Blue

6K1.AA70.M

6K1.AA00
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Lightbars

• Advanced Free-form optics.

• Two bolt mounting option with all cables 
passing through one outlet.

• Robust polycarbonate base and lens.

• Available in 6 lens colours. Dual colour 
combinations available upon request.

• Magnetic version 2.6m lead length – plug fits 
standard cigar/DIN socket.
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601.AA01.M

Blaze – Magnetic
Amber Blue Green Red Red/Blue

12V 601.AA01.M 601.AA11.M 601.AA41.M 601.AA51.M 601.AA71.M

24V 601.AA02.M 601.AA12.M 601.AA42.M 601.AA52.M 601.AA72.M

2.6m lead to cigar/DIN plug.

MAX

KM/H

Mag70
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Blaze – 2 Bolt
Amber Blue Green Red Amber/Green Red/Blue

12V 601.AA01 601.AA11 601.AA41 601.AA51 601.AAS1 601.AA71

24V 601.AA02 601.AA12 601.AA42 601.AA52 601.AAS2 601.AA72

300mm free length of cable.
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Max. Current Draw : 8.7A @ 12V
Light Source : 2 x H1 Bulb
Flash Rate : 160FPM
Mount : 2 x 13mm Bolts / Magnetic
Lens : Polycarbonate
Base : Polycarbonate

601.AA71.M
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Lightbars

Lenses
Part No. Colour

910381 Amber

910385 Blue

910383 Green

910389 Magenta

910384 Red

910386 Clear

Spares
Part No. Description

999557 Module no bulb

910336 Reflector only

905077 Mirror

1332002 Cigar Plug

64150 H1 Bulb – 12V, 55W

64155 H1 Bulb – 24V, 70W

945035 Drive Belt

920004 Bulb Clip


