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Lumen Output : 2,650lm
Operational Voltage : 12–48V
Input Current : 4.5A @ 13.8V
LED Lifetime : 30,000 Hrs
Connector : Deutsch 2 Pin on 200mm Fly Lead  
Lens : PMMA
Body : Die-cast
Ingress Protection : IP68, IP6K9K  
Approvals : SAE J1455
Operating Temperature : -40  °C to 85°C
Colour Temperature : 6500K
Light Source : 12 x Cree® 5 Watt LEDs
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• Protective shroud reduces lateral light 
dispersion

• Optional remote handles for easy in-cab 
adjustment.

• Multi-voltage.

• Long life LEDs.

• Even light pattern without hotspots.

• Impact resistant lens.

• Environmentally sealed aluminium body.

• 5 year warranty.

BL350

BLLED + BL420

Precision Illumination
When pairing with the remote control handle kit,  
the IONNIC BL LED worklamp can be controlled  
from inside the cabin to conveniently direct the light 
where required.

 

270°
Remote control 
handle has 14 lockable 
positions for easy 
angle adjustment and 
retraction
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BL LED – Spot
Part No. Operational Voltage Description

BLLED 12–48 BL LED Worklamp assembly

BL350 — 350mm Remote Control Handle Kit with toggle switch, fuse and mounting plate

BL420 — 420mm Remote Control Handle Kit with toggle switch, fuse and mounting plate
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BL LED – Spare Parts
Part No. Description

BLB-BOOT Replacement boot, suits both Remote Control Handles

IONNIC LED

BLLED + BL350 BLLED + BL420
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BLLED

Remote Control Handle
Mounting Dimensions


